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94390

The Shand & Jurs 94390 Arrester Bank EZ-Out has 
been designed to assist plant personnel for the 
inspection & removal of spiral wound Flame, 
Deflagration & Detonation Arrester Tube Banks. 
The 94390 is designed for use with arresters 
installed in “In-Line” process piping for the 
Wastewater, Oil & Gas, Chemical, Petrochemical, 
and Pharmaceutical Industries.
 
This design allows Operators & Maintenance 
personnel to reduce time & labor expenses 
when inspecting & replacing arrester tube banks 
that show increased pressure drop over time.  
The 94390 Arrester Bank EZ-Out can be utilized 
in piping that contains all manufacturers spiral 
wound arresters, making it a universal solution. 
Once the EZ-Out is removed, the tube bank can 
be easily removed without disturbing the piping.

An optional screen is available to trap particulates 
in the gas stream. This option may be utilized to 
reduce cleaning cycles.

94390 Arrester Bank EZ-Out
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SHOWN WITHOUT 
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Features        
• Designed to allow for easy inspection 

& removal of arrester tube banks

• The Arrester Bank EZ-Out  incorporates 
a convenient handle to allow for 
easy insertion & removal within the 
process piping

• 316SS, Aluminum, & Steel material 
of construction options

• Sizes available to accommodate  
2” – 24” process piping

• Made in the USA

All designs subject to change. Certified dimensions and specifications available upon request.
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94390 Ordering Guide:                          

Table A - Size
Option A Size

2 2”
3 3”
4 4”
6 6”
8 8”
A 10”
B 12”
C 14”
D 16”
E 18”
F 20”
G 24”

Table B - Material
Option B Size

1 Aluminum
2 316 SS
3 304 SS

Table C - Screen Options
Option C Size

0 No Screen
1 Aluminum
2 316 SS
3 304 SS

Model Number Selection                 

The model number will consist of a base number 94390 followed by 3 digit numbers. These digits will represent 
3 option tables.
          

94390 - A - B - C


