
1 - What is the Tank Capacity?

Pressure & Vacuum Vents - API 2000 6TH Edition
WinSize Product Application Sheet

2-  What is the Product Flashpoint?

3 - What is the Pumping In Rate?

5 - What is the Set Pressure?

6 - What is the Set Vacuum?

7 - What is the Max Relieving Pressure?

8 - What is the Max Relieving Vacuum?

Shand & Jurs Model Number

9 - Additional Pressure Flow Requirements?

10 - Additional Vacuum Flow Requirements?

11 - Existing Nozzle Size if Available?

5911 Butterfield Road 
Hillside, IL 60162

tel:  (708) 236-6000 
fax: (708) 236-6006

Simply click the "Submit by Email" button at the bottom of this page to send to L&J Technologies.  If you have trouble with your e-mail provider, 
save this form as a PDF onto your desktop and then attach the PDF in your e-mail to sales@ljtechnologies.com.  To fax L&J Technologies, send 
a completed copy to (708) 236-6006.  An L&J Technologies Salesperson will contact you promptly to discuss which products best fit your 
needs. If you have any questions in the meantime, feel free to contact us directly. We look forward to working with you! 

 By submitting, you agree to the terms of L&J Technologies Privacy Policy and Terms of Use. Visit www.ljtechnologies.com for more information.

What are the tank dimensions? (Height x Diameter)

Materials of Construction

 Yes  NoExpanda-Seal? Used with Flame Arrester?  Yes  No

REV 1C

NAME

COMPANY

E-MAIL

Current Date

4 - What is the Pumping Out Rate?

www.ljtechnologies.com

PHONE NUMBER

COUNTRY / STATE

CITY

* If closed vent selected; existing back pressure?

http://www.ljtechnologies.com
www.ljtechnologies.com
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